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ОБЩИЕ ПОЛОЖЕНИЯ

Производитель аппаратуры не является ответственным за повреждения, причиненные в результате несо-
блюдения норм, приведенных ниже.

ПОЛОЖЕНИЯ ДЛЯ УСТАНОВЩИКА

производиться квалифицированным персоналом и быть разрешенным производителем, в соответствии со всеми 

ВНИМАНИЕ

-
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1.   ТЕХНИЧЕСКИЕ ХАРАКТЕРИСТИКИ

  1 

  2 Манометр

  3 Ручка пара

  4 Насадка пара

  5 Держатель фильтра на 2 чашки

  6 

  7 

  8 

  9 
(если имеется в наличии)

10 
(если имеется в наличии)

11 
(если имеется в наличии)

12 Включатель машины

13 Решетка для опоры чашек

14 Индикаторная лампа включ. машины

15 

16 

17 

18 

МАШИНА ПРИ ВЫПУСКЕ

МАШИНА НА РЫЧАГЕ

14

16

12

13
2

104

4

1

3

11

9
8

7

6

6

15

3

5

5

18

12

3

17

4

1

3

104 11

9

8
7
6

6

2

14

13

15
17 18

5

5

(*)   
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ТЕХНИЧЕСКИЕ ХАРАКТЕРИСТИКИ

Паспортные данные машины за-
фиксированы на основе каркаса под 

на упаковке машины.

JUNIOR

Вместимость котла (л) 5 6 - 8 7 10,5 - 14 17 - 21 23

Давление подачи (V) 120 - 230
240

120 - 230
240 - 400

120 - 230
240 - 400

120 - 230
240 - 400

120 - 230
240 - 400

230
240 - 400

2300 2300 3000 3700 ----- -----

2300 3000 3000 3900 5300 6300

Давление котла (бар) 0.8 - 1.4 МАКС

1,9

Давление котла подачи (бар) 1.5 - 5 МАКС

Давление выпуска кофе (бар) 8 - 9

Диапазон работы и условия 
хранения +5°C  +40°C      МАКС 95% U.R.
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ВНУТРЕННИЕ КОМПОНЕНТЫ

 1    Котел

 2    Модуль выпуска

 3    Внутренняя мотопомпа (если имеется в наличии)

 4    Манометр давления котла / мотопомпа

 5    

 6    

 7    Ручная помпа воды

 8   

 9   

10    

11    Включатель машины

12    Газовая поверхность (если имеется в наличии)

13    Электрическое сопротивление

14    Реле давления

1
3

4

5

14

9

10

2

11

6

12

13

7

8
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2.   ПОДГОТОВКА МАШИНЫ

2.1   РАСПАКОВКА

Раскрыть упаковочную ткань, не повредив ее. 

мотор и помпа раположены в упаковке отдельно. 

2.2   ПОДГОТОВКА ОБОРУДОВАНИЯ

Мотопомпа

(2) на входе в помпу (стрелка  
(1) на выходе помпы (стрелка ).
Внимание: установить соединение с фильтром (2) на входе в помпу.

 (3) предоставленные в оборудовании для крепления. 
(4) 

прокладочное кольцо (5), заблокировать все двумя зажимами (6).

2

1

3

4
5

6

3

6
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3.   УСТАНОВКА  МАШИНЫ

МАШИНА ПРИ ВЫПУСКЕ

1

16

9

2

8

10

11

12

13

64

3

7

5

14

15
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3.1   РАСПОЛОЖЕНИЕ
 (1)

 (16) (9)

Дозатор машины (2) 

Расположить мотопомпу (13) 
(14) для хранения отработанных остатков кофе, что 

будет лучше, чем включать прорезиненную основу для забивки фильтра. 

ВНИМАНИЕ

(8)

ВНИМАНИЕ

3.2   ГИДРАВЛИЧЕСКОЕ СОЕДИНЕНИЕ МАШИНЫ AEP-SMSA  SAE-SME

2) соединить водную сеть (16)  (10) 

3) 

(11)  (12);

5) соединить выход мотопомпы (13) на входе машины (6);
МАШИНА НА РЫЧАГЕ

16

6

4315

7

6) соединить чашечку машины (4)  (3) исполь-

3.3   ГИДРАВЛИЧЕСКОЕ СОЕДИНЕНИЕ МАШИНЫ AL-SMMA

1) (16) на входе машины (6);
2) соединить чашечку машины (4)  (3) ис-

поддерживать покатость, необходимую для вытека-

ССЫЛКА
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ВНИМАНИЕ

 (15)

ВНИМАНИЕ

ДЛЯ США

ССЫЛКА

 (7). 

Рекомендации
1) Гидравлическая сеть при использовании должна 

поставлять холодную воду, предназначенную для ис-
пользования людьми (вода питьевая) под давлением 
между 1,5 и 5 бар. В случае, если давление превышает 

2) вставить кран (16) 

4) для избежания замерзания воды устанавливать 

5) 
 (16)  (12);

6) в случае наличия внутр. помпы, подсоед. напрямую 
(11) (если имеется в наличии) или 

 (16) на входе машины (6);

7) 

8) 

9) Для избежания со временем окисления и повреж-

16

11

12

6

7

15



13

R

A B

ВНИМАНИЕ

3.4   ЭЛЕКТРИЧЕСКОЕ СОЕДИНЕНИЕ
 (А)

Машина с ВНУТРЕННЕЙ МОТОПОМПОЙ
Соединить кабель питания так, как указано в разделе "Электрические схемы" (кабель в секции и количество про-

Машина с ВНЕШНЕЙ ПОМПОЙ
1) 

2) 

К.
B
К

ЖЗ

B
К

ЖЗ

MP C Кабель питания мотопомпы
MP Клемма мотопомпы
B 
M Marrone
ЖЗ 

A

3.5   СОЕДИНЕНИЕ ГАЗ (если имеется)

пространством в 12 м3

(A)

(B)

в стране установки, используя подвижную или непод-
вижную трубу. 
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 - 
 - трубка должна иметь максимальную длину в 1 метр.
 - зафиксировать трубку в месте соединения (1). в случае необходимости установите коническое соединение 

(8) (7).

(1).

(2) 

 (3) и проверить правиль-
ность миним. давления во входе инжектора, подсоединив манометр к соединению (6) 

(X) 

 -  ослабить винт (4).
 -  переместить колпак аспирации (5) на нужное расстояние.
 -  зафиксировать винт (4).

2

1

7

3
86

4
5

X X

ВНИМАНИЕ
(8) 

 (7)  (1). 
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Таблица GAS     воздуха.

ВНИМАНИЕ

ССЫЛКА (ДЛЯ ИТАЛИИ)

ВНИМАНИЕ (ДЛЯ ГЕРМАНИИ)

Тип Газа Давление 
соединения

Давление 
мин. вход 

инжектора

Отверстие для 

тора
колпака аспира-

ции воздуха

Минималь-

ность Q 
мин

Макси-
мальная 

Q n
расход

Модель мбар мбар 1/100 мм мм кВ кВ м3/ч

1 Модуль

М20 20 1,7 100 1 0,47 1,67 0,177 -
М25 20 1,7 110 1 0,47 1,67 0,177 -
М25 25 2,4 100 1 0,47 1,55 0,164 -

М30/М31 28-30/37 3,5 60 3 0,47 1,40 - 0,110
М30/М31 50 3,5 60 3 0,47 1,80 - 0,142

2 Модуля

М20 20 1,9 110 1 0,69 2,03 0,215 -
М25 20 2,1 135 1 0,69 2,52 0,267 -
М25 25 2,7 110 1 0,69 1,88 0,199 -

М30/М31 28-30/37 5,5 75 3 0,69 2,20 - 0,174
М30/М31 50 6,1 65 3 0,69 2,10 - 0,167

3 Модуля

М20 20 2,3 135 1 1,16 3,06 0,323 -
М25 20 2,3 145 1 1,16 2,91 0,308 -
М25 25 3,5 135 1 1,16 2,85 0,302 -

М30/М31 28-30/37 6,1 80 3 1,16 2,51 - 0,199
М30/М31 50 11,3 75 3 1,16 2,84 - 0,225

4 Модуля

М20 20 2,5 145 1 1,30 3,55 0,376 -
М25 20 2,5 160 1 1,30 3,55 0,376 -
М25 25 3,8 145 1 1,30 3,30 0,349 -

М30/М31 28-30/37 6,8 85 3 1,30 2,85 - 0,225
М30/М31 50 11,3 75 3 1,30 2,85 - 0,225

ВНИМАНИЕ
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Регулирование газа

2) снимите крышку (A) (B) 
(C) 

5)  (C) 
едва заметным (базовое пламя), достаточное, чтобы поддерживать термопару в активном состоянии (смотри данные 

(D)

7) (B) 

8) завинтить крышку (A) (B)
9) .

 (D).

ССЫЛКА

A

К.

D

B

3.6   ВКЛЮЧЕНИЕ МАШИНЫ
Перед включением машины убедитесь, что уровень воды в котле превышает мини-

 (1). В случае недостатка воды (перед 
1
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ВНИМАНИЕ

перед использованием машины произведите выпуски впустую с фильтродержателями, соединенными на несколько секунд, 

мол и проконтролировать давление работы машины

1 2
0

3

1
0

2

Выключатель

Переключатель

3.7   РЕГУЛИРОВКА ВНЕШНЕЙ МОТОПОМПЫ

на помпе (3) так, чтобы значение было между  8 и 9 бар: завинчивая, увели-

(4) , 

3.8   УСТАНОВКА МАШИНЫ НА МЕСТЕ

a) 

b) 

к машине. 

4

ВЫКЛЮЧАТЕЛЬ

(2) 
1” 

Переключатель

1”

2” 
включая сопротивление котла) и подождите, пока машина полностью не 
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2

1

4.   КОТЕЛ и ТЕПЛООБМЕННИКИ машины выпуска
 (1), 

с модулем выпуска. Изъятие воды для выпуска кофе происходит напрямую через теплосмеситель.  На протяжении 
выпуска внутри теплосмесителя проходит  холодная вода через мотопомпу. Внутри теплосмесителя происходит 

5.   МОДУЛИ ВЫПУСКА КОФЕ
Модуль выпуска и теплообменник являются основными компонен-

4.1   ЭЛЕКТРИЧЕСКОЕ НАГРЕВАНИЕ

сопротивления, которое проходит через воду (2).

4.2   НАГРЕВАНИЕ ГАЗОМ

4.3   СМЕШАННОЕ НАГРЕВАНИЕ ГАЗ + ЭЛЕКТРИЧЕСТВО

5.1   МОДУЛЬ НА РЫЧАГЕ

стема не требует теплообменников. 
 (1) сжимается пружина  (2) внутри модуля: поршень 

(3) 

(4) то он препятствует попаданию воды в котел (5).

3

245

1

Фаза 1

в положение 
вниз.

Фаза 2
Предварительное 
вливание на 3÷5 

секунд.

ВНИМАНИЕ

Фаза 3
Отпустите 

кофе.
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5.3   СЪЕМНАЯ СИСТЕМА ТЕПЛООБМЕННИКА

кофе и отбирается из теплообменника, так сказать "снимается" и добавляется в воду котла:
(1);

(1) вода из котла проходит в модуль (2)

 (3)  (4).

ствия с винтами, отсоединить модуль выпуска котла и отсоединить теплообменник. Рекоменд. произвести 

5.2   СИСТЕМА ГИЛЬЗОВОГО ТЕПЛООБМЕННИКА 

(1);
(1) вода из котла проходит в модуль (2) 

Вход воды

Выпуск кофе

2

1

Вход воды

Выпуск 
кофе

1

Версия для 
Италии

2

3

4
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5.4   СИСТЕМА CTS (термосифоническая цепь)
(1) (2) подсоед. к тепло-

обменнику (3)
(3) проходя через инжектор (4);

(3) вода из котла проходит в модуль (4) 

Инжектор (4) и редуктор потока (5) являются важными 
компонентами для функционирования модуля выпуска. 
Для увеличения температ. выпуска кофе отсоедините 
редуктор выпуска (5)

Теплообменник. если необходимо, может быть заменен 
при отсоединении фланца и отсоединив соответствую-

тем заменить оборудование.

5.5   СИСТЕМА BOOSTED

мом контакте с котлом. Вода, которая используется для 

(1);
(1) вода из котла проходит в 

модуль (2) 

до давления в 8-9 бар.

Теплообменник может  быть заменен без необходимо-

ми, отсоедините фланец блокировки теплообменника. 

вход воды

выпуск кофе

1

2

3

на паузе

1

2

3

вход воды

выпуск кофе

на выпуске

34

5
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6.   АВТОМАТИЧЕСКИЙ ВВОД ВОДЫ

контроле уровня котла. Состоит из:
(1) 
(2) 

 (3);

вень воды в котле уменьшается, прерывается контакт с зондом, подстан-

Для избежания возможных разливов, возможных при повреждениях машины или 

диода (4), 

и включить ее снова, чтобы возобновить нормальные условия функционирования. 

8.   ВОЛЮМЕТРИЧЕСКИЙ ДОЗАТОР

(5) 
дозатором подстанции. 

1

2

3

4

5

ВНИМАНИЕ

7.   ЭЛЕКТРОННАЯ ПОДСТАНЦИЯ
Электронная подстанция устанавливается на машину с волюметрическим доза-

Некоторые версии подстанции предназнач. для соединения с системами считы-

ССЫЛКА
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7

9

11

10

8

9.   РЕЛЕ ДАВЛЕНИЯ

Реле давления позволяет контролир. давление в котле посредством 

Основная калибровка реле давления может быть выполнена с 
(6), распо-

ложенным на каркасе компонента.

10.   ТЕРМОСТАТ

сопротивления в случае недостачи воды в котле. 
Колба термостата  (7) расположена вну три кожуха  (8), 

(9)  (10).

6

ВНИМАНИЕ

ВНИМАНИЕ
 (11). 

11.   СИСТЕМА ПОМП

Имеет функцию питания машины, увеличивая давление воды 

котла.
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13.   МОДУЛЬ КЛАПАНОВ

13.1   КЛАПАН АНТИСЖАТИЯ
Клапан антисжатия имеет функцию избежания выхода жидкости при по-

13.2   КЛАПАН ОГРАНИЧЕНИЯ ДАВЛЕНИЯ ИЛИ ЗАЩИТЫ

высит значение  2 бар. В случае поломки системы контроля котла система 

13.3   КЛАПАН РАСШИРЕНИЯ - ЗАПОРНЫЙ КЛАПАН

клапан расширения: холодная вода отправляется из помпы в сме-

ССЫЛКА

клапан
РАСШИРЕНИЯ

клапан
ЗАПОРНЫЙ

12.   УСТРОЙСТВО АНТИРАЗЛИВА



24

R

14.   СМЯГЧИТЕЛИ

Обновление смягчителя

(2) и (5)
 (1);

(3) 

снова наденьте крышку привинтив ручку (1) 
(4) 

(5) справа налево в изначальную позицию. 

12

3

4

5

С целью поддерживать в прекрасном состоя-

необходимо проводить обновление периодич. 

чителя и выдержки воды. Таблица сбоку пока-

3

ВНИМАНИЕ

Модель смягчителя Количество соли

8 литры

12 литры

16 литры

Количество воды смягчителя в функции отстаивания

°f 30° 40° 60° 80°

соль°D 16,5° 22° 33° 44°

мг CaCO3 300 400 600 800

8 литры 1000 лт 900 лт 700 лт 500 лт

12 литры 1500 лт 1350 лт 1050 лт 750 лт

16 литры 2100 лт 1800 лт 1400 лт 1000 лт
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15.1   КНОПОЧНАЯ ПАНЕЛЬ SAE - SME

(1) , рас-

(2) включатся все светодиоды  

(3);

ПРОГ/СТОП (2);

рования (1) в позицию ВЫКЛ.

1

кнопки ПРОГ/СТОП как минимум на 5 секунд пока не включатся все светодиоды панели.  В ином случае для 

STOP

PROG.

3

2

3

PROG.

STOP

23

2

ССЫЛКА

15.   ЭЛЕКТРОННЫЕ КНОПОЧНЫЕ ПАНЕЛИ
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15.2   КНОПОЧНАЯ ПАНЕЛЬ TH JUNIOR

Данная кнопочная панель устанавливается в основном в моделях  JUNIOR и в некоторых машинах на волю-
метрическом дозаторе SAE-SME.

Нажмите на кнопку ПРОГ/СТОП как минимум на протяжении 5 секунд,
(2);

(2) 

15.3   ПАНЕЛЬ ТАЙМЕРА AEAP - SMAT

STOP

PROG.
1

2

1) Нажать и удерживать кнопку СТОП/ПРОГ (1) на протяжении 5 секунд и проверить, включаются ли одновременно 

(2) 

3) (1) или ту же самую кнопку в 

(1).
5) Д (1).

ССЫЛКА

STOP
PROGCONT

1

2 3

STOP

PROG.
CONT.

13

2
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16.   ПРИГОТОВЛЕНИЕ ГОРЯЧИХ НАПИТКОВ

16.1   РУЧНОЙ ВЫПУСК ГОРЯЧЕЙ ВОДЫ
Р  (2), повернуть 

 (1): 
порциональным открытию крана. Для блокировки выпуска повернуть 

 (1).

16.2   ВЫПУСК ГОРЯЧЕЙ ВОДЫ АВТОМАТИЧЕСКИЙ

Программирование
(4), располо-

нажатом положении кнопку ПРОГ/СТОП (5) 
(2);

(5) 

(3);
(3);
(5).

(4) в позицию ВЫКЛ.

16.3   ВЫПУСК ПАРА

(6): выход из насадки пара (7) будет про-
порциональным открытию крана.  

ВНИМАНИЕ

(8) 

2

1 3

STOP

PROG.

5

4

6

7

8

Выпуск горячей воды
(2);

(3)

(3) .

17.   УСТРОЙСТВО НАГРЕВА ЧАШЕК

Установите чашки на верхнюю поверхн. (1) 

ключателя (2) 

1

2

ВНИМАНИЕ
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18.   AUTOSTEAMER

18.1  ОБЩЕЕ

18.2   РЕГУЛИРОВКА ТЕМПЕРАТУРЫ

не превышать температуру в 60°C.

18.3   РЕГУЛИРОВАНИЕ ПЕНКООБРАЗОВАНИЯ МОЛОКА

1) Отсоединить правую сторону машины (1);

(2):
 
 

3) установите обратно сторону (1) на машину.

2

1
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18.4   ИСПОЛЬЗОВАНИЕ

(1) 
(2) 

3) нажать кнопку (3);

6) для блокировки выпуска снова нажмите на кнопку (3).

1

3

2

ССЫЛКА

использовать холодное молоко притемпературе приблизительно 4°C
использовать контейнер вместимостью 0.75 или 1 литр и наполните его молоком
установить максимальную температуру нагревания 60°C.

ВНИМАНИЕ
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18.5   ФУНКЦИОНИРОВАНИЕ СИСТЕМЫ AUTOSTEAMER

(1)

 (2) 

(6) (3) и подпиты-
вается трансформатором (8)

(5)

(4), (11);

 (9);

 (10) 

2
4

5 6

8

7

3

9
10

11

1
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19.   ТЕРМОРЕЗЕРВ

Состоит из приемника, куда поступает желаемое количество 

завтраком, конференциями и т.д.).

Приготовление
поднимите крышку (1) 

фильтр (2) 
(3) 

(5) 

ВНИМАНИЕ
(5)  

Выпуск

пенсера (4) 
(6) 

11

5 2

6

3

4
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цию 2 (изобр.1). Таким образом закроется отверстие выхода молока.

Закрыть пар и восстановить позицию 1 (изобр.1) каппуччинатора.

Убедитесь, что отверстие F свободно от закупорки: в случае необходимости 
ПОЗИЦИЯ 2

(изображение 2)

20.2   ОЧИСТКА

A

D

B

F

E

ПОЗИЦИЯ N°1
(изображение 1)

Убедитесь, что прокладка соединения A либо имеется в наличии и/или используется тефлоновая лента, чтобы избежать утеч-

те автоматическую стерилизацию!  

Примеры установки каппуччинатора

20.1   УСТАНОВКА

20.   КАППУЧЧИНАТОР
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чее молоко без пенки. 

крем, как и было ранее.
Данная операция должна производиться осторожно, поскольку избыток воздуха, кото-

ПОЗИЦИЯ 3
(изображение 3)

(изображение 4)

E

20.3   КАППУЧЧИНО

20.4   ГОРЯЧЕЕ МОЛОКО
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ОЧИСТКА Ежедн. Нед.
ФИЛЬТРЫ и ФИЛЬТРОДЕРЖАТЕЛИ

повторным запуском необходимо сцепить держатели фильтров с модулем и включить 
выпуск вхолостую как минимум на 10 секунд.  

X

ФИЛЬТРЫ и ФИЛЬТРОДЕРЖАТЕЛИ

жирным отложен. от кофе.  Рекоменд. добавл. в воду 
X

КАРКАС
X

НАСАДКА ПАРА И НАСАДКА AUTOSTEAMER
X

МОДУЛЬ ВЫПУСКА (кроме версии AL - SMMA)

     подсоед. держ. фильтра

4) снимите держатель фильтра с модуля и произведите как минимум один выпуск для 

X

21.   ОЧИСТКА

Перед тем как производить очистку машины необходимо машину отключить и подождать, пока она остынет. 

ВНИМАНИЕ
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1 2

3

ОЧИСТКА Ежедн. Нед.

ПРОМЫВОЧАНАЯ НАСАДКА и ДЕРЖАТЕЛЬ НАСАДКИ
(2) и держателя (3)

(1) и отсоединить
X

НАСАДКА ПАРА И НАСАДКА AUTOSTEAMER
X

ДОЗАТОР МАШИНЫ
X

ТЕРМОРЕЗЕРВ
произв. очистку

1) 

2) 

3) 

4) 

5) снова надевать воронку и фильтр.

X

ССЫЛКА

ВНИМАНИЕ
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1 2

4

3

22.   КОНТРОЛЬ и ПОДДЕРЖКА

5

6

ВМЕШАТЕЛЬСТВО Нед. Ежемесяч-
ный Годичный

МАШИНЫ
Включить X

МАШИНА
 (2) 

поддона (4) модуля выпуска (рекомендуется использование

1) ослабить винт (1);
2) (3);
3) (2) и резиновое

оборудование поддона (4);
4) снова смонтировать компоненты.

X

КЛАПАНЫ

ВЕТНИЛЬ АНТИСЖАТИЯ
1) первая проверка :
    -  отсоединить верхнюю решетку машины

 (5) 

возможно, клапан покрыт накипью и должен быть заменен.
2)  вторая проверка:
    -  выключить машину
    -  
    -  включить машину снова и проверить, постоянно ли закрыт клапан.

ВЕНТИЛЬ ОГРАНИЧЕНИЯ ДАВЛЕНИЯ или БЕЗОПАСНОСТИ
1) первая проверка :
    -  отсоединить верхнюю решетку машины

 (6) 

возможно, клапан покрыт накипью и должен быть заменен.
2) вторая проверка :
    -  выключить машину
    -  
    -  
    -  проверить, чтобы работа клапана была при давлении максимум 2 бар. 

X

ВНИМАНИЕ
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ВМЕШАТЕЛЬСТВО Нед. Ежемесяч. Годичный

ЗАПОРНЫЙ КЛАПАН РАЗГРУЗКИ

- 

- присое (7)

- активировать модуль выпуска контрол. посредством
манометра (8), 

- проверить увеличение давления, связанное с расширением

- деактивировать 

- повторить контроль др

X

МАНОМЕТР
X

МАНОМЕТР
Проверьте
ление, указанное на манометре, которое должно варьироваться между 8 и 9 бар.

X

ФИЛЬТРЫ и ФИЛЬТРОДЕРЖАТЕЛИ
Проверить степень изношенности фильтров, проверить наличие поврежде- X

ДОЗАТОР МАШИНЫ
П
степени помола. Машины должна иметь остро заточенные резцы, на их износ указывает 

.

X

СМЯГЧИТЕЛЬ

X

МАНОМЕТР И РЕЛЕ ДАВЛЕНИЯ
Проверить правильность функционирования манометра и реле давления.

X

ГИДРАВЛИЧЕСКАЯ ЦЕПЬ

X

МОДУЛЬ ВЫПУСКА
X

РАЗГРУЗКА
X

8

7
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23.   СИГНАЛЫ и УСТРАНЕНИЯ

СИГНАЛ Причина Устранение

НЕДОСТАТОЧНО 
МОЩНОСТИ В        
МАШИНЕ

1) 
2) Выключатель машины сломан
3) Выключатель сети в позиции ВЫКЛ

2) Заменить смеситель

НЕДОСТАТОЧНО 
ВОДЫ В КОТЛЕ

2) Кран выпуска автоуровня в позиции закрытия
3) Фильтр помпы закупорен
4) Мотопомпа отсоединена или заблокирована

6) 
поврежден

2) Открыть кран автоуравня
3) Заменить фильтр помпы
4) Проверить мотопомпу

6) 

СЛИШКОМ МНОГО 
ВОДЫ В КОТЛЕ

1) Электроклапан автоуровня поврежден

3) Переключить выключатель сети в позицию ВКЛ
4) Проверить повреждения на соединении

ИЗ НАСАДКИ НЕ     
ВЫХОДИТ ПАР

2) Контакты реле давления окислились
3) Термостат поднятия сопротивления поврежден
4) Распрыскиватель насадки закупорен

2) Почистить контакты или заменить реле давления
3) Повторно оснастите поднятие сопротивление
4) Почистить распрыскиватель насадки пара

ИЗ НАСАДКИ ВЫХОДИТ 
ПАР СМЕШАННЫЙ С 
ВОДОЙ

1) Уровень котла слишком высок 1) Проверить состояние уровня зонда. 
     

НАЛИЧИЕ 
ПОВЕРХНОСТНОЙ 
НАКИПИ

1) Нет воды в цепи
2) Электроклапан модуля поврежден
3) Насос блокируется
4) Предохранитель подстанции поврежден 
5) Инжектор закупорен
6) 
7) Фильтр модуля закупорен

1) Проверить наличие воды в цепи

3) Заменить помпу
4) 
5) Почистить или заменить инжектор

7) Почистить или заменить фильтр 
8) Проверить/заменить дозатор

ВЫХОД ВОДЫ ИЗ 
МАШИНЫ

3) 

2) Проверить и переустановить соединение трубы 

3) 

КОФЕ СЛИШКОМ 
ХОЛОДНЫЙ

3) Накипь на теплообменниках и/или сопротивлении
4) Контакты реле давления окислились
5) Термостат поднятия сопротивления поврежден

7) В системе CTS налет уменьшил циркуляцию 
воды

2) Проверить повреждения на соединении
3) Произвести очистку машины
4) Почистить контакты или заменить реле давления
5) Повторно оснастите поднятие сопротивление

7) Почистить соединения смесителя, почистить 
или заменить две трубки циркуляции

8) Уменьшить присутствие пузырьков воздуха в 

- произв. выпуск вхолостую на протяжении неск. минут

- произвести выпуск до выхода воды
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КОФЕ СЛИШКОМ 
ГОРЯЧИЙ

СИГНАЛ Причина Устранение
1) Температура котла слишком высокая
2) Редуктор потока модуля не подходит

1) 

2) Заменить редуктор на редуктор с меньшим диаметром

ВЫПУСК КОФЕ 
ПРОИСХОДИТ 
СЛИШКОМ БЫСТРО

2) Заменить редуктор на редуктор с меньшим 
диаметром

2) Инжектор закупорен
3) Модуль выпуска закупорен

2) Заменить инжектор
3) Проверить и почистить модуль выпуска

ОСТАТКИ КОФЕ 
МОКРЫЕ

НАЛИЧИЕ ОСТАТКОВ 
В ЧАШКЕ

1) Манометр поврежден
2) Калибровка реле давления неправильна
3) Калибровка мотопомпы неправильна

1) Заменить манометрМАНОМЕТР УКАЗЫВАЕТ 
НЕСООТВЕТСТВУЮЩЕЕ 
ДАВЛЕНИЕ 

2) Отверстия фильтра износились
3) Помол кофе не соответствует
4) Прокладка поддона повреждена
5) Давление помпы высокое

1) Почистить держатель фильтра
2) Заменить фильтр
3) Заменить мельницу
4) Заменить прокладку

для SAE-SME:
ВЫПУСК КОФЕ ТОЛЬКО 
ПРИ ПОМОЩИ 
КНОПКИ ВРУЧНУЮ 

1) Предохранитель подстанции поврежден

функционирует либо произошло короткое 
замыкание

1) Проверить правильность соединения коннек-
тора с волюметрическим дозатором

2) Проверить правильность соединения коннек-

3) 
затора и хорошо вытереть контакты

или заменить весь дозатор полностью

разом и в конце концов проверить мельницы
6) 
7) Проверить и в конце концов заменить клапаны 

расширения

клапан

дозатор

для SAE-SME:

ВЫПУСК КОФЕ НЕ 
СООТВЕТСТВУЕТ

ПОРЦИЯ КОФЕ НЕ 
УЧИТЫВАЕТСЯ

СВЕТОДИОД КНОПКИ 
ПОРЦИИ МИГАЕТ

повреждено

вреждено

4) 

проходит воды в дозатор
6) 
7) Клапаны давления теряют давление (порция 

мала)
8) 

порен

для SAE-SME:
СВЕТОДИОД И 
ДРУГИЕ КНОПКИ 
МИГАЮТ

для AEP-SMSA AEAP-SMAT:
ПЕРЕДНИЙ 
СВЕТОДИОД МИГАЕТ

Через несколько минут автоматическая подача 
воды блокируется:

2) Недостаточно воды в сети
3) Кран автоуровня закрыт
4) Некоторые трубки модуля закупорены
5) Датчик и/или корпус отсоединены 

1) Выключить и снова включить машину

3) Открыть кран автоуровня  
4) Проверить и заменить поврежденные трубки
5) Проверить и возобновить соединения

1) Заменить предохранитель подстанции (1A)

ВЫПУСК КОФЕ 
ПРОИСХОДИТ 
СЛИШКОМ МЕДЛЕННО
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ПОМПА ФУНКЦИО-
НИРУЕТ ТОЛЬКО ПРИ 
РУЧНОМ ВКЛЮЧЕНИИ 
КНОПКИ ВЫПУСКА

ПРОБЛЕМА Причина Устранение

станции поврежден
1) Заменить предохранитель подстанции

БЛОКИРОВКА 
ЭЛЕКТРОННОЙ 
СИСТЕМЫ

1) 
2) Проверьте подключение дозатора

ПОМПА 
ТЕРЯЕТ ВОДУ

шины ИЛИ.
2) Соединения входа и выхода ослаблены

пана и фильтра ослаблена
4)  или 

фильтр повреждены.

1) Проверить состояние помпы и произвести 
операции систематизации

клапана и фильтра
4) Заменить шину и OR, обратите внимание на то, 

чтобы не модифицировать калибровку клапана

ПОМПА ФУНКЦИО-
НИРУЕТ НА УРОВНЕ 
НИЖЕ СВОЕЙ НОМИ-
НАЛЬНОЙ ПРОДУК-
ТИВНОСТИ

1) Вход закупорен частично

4) Количество оборотов мотора низкое/мин
5) Внутрення поверхность помпы повреждена по 

причине попадания посторонних материалов

1) Почистить держатель фильтра
2) Проверить мотор

4) Проверить давление или заменить мотор
5) Заменить помпу

1) Помпа и мотор не выравнены

фильтр повреждены.
3) Муфта, вентиль соединения или зажим не 

выравнены
4) Вход закупорен частично

пана или фильтра ослаблена

1) Установить муфту помпы-мотора
2) Заменить шину и OR, обратите внимание на то, 

чтобы не модифицировать калибровку клапана
3) Выравнять и сжать компоненты, которые ос-

лаблены
4) Почистить фидьтр на входе помпы

клапана и фильтра

ДВИГАТЕЛЬ РЕЗКО 
ОСТАНАВЛИВАЕТСЯ 
ИЛИ ТЕРМИЧЕСКИЙ 
ПРОТЕКТОР 
СРАБАТЫВАЕТ В 
СЛУЧАЕ ПЕРЕГРУЗКИ

1) Налет и минеральные отложения внутри пом-

2) Помпа и мотор не выравнены
3) Манометр поврежден
4) Мотор соединен с напряжением, которое не 

подходит

1) Проверить состояние помпы и в конце концов 
заменить ее

2) Установить муфту помпы-мотора
3) Замените мотор
4) Убедитесь, что напряжение питания мотора 

ПОМПА 
ШУМИТ

1) Наличие пузырьков пара в выпуске
2) 

4) Редуктор потока модуля не подходит

1) Уменьшите температуру воды
2) Проверить причины и устранить проблему
3)
4) Заменить редуктор потока

ЧАШКА 
ЗАГРЯЗНЕНА 
БРЫЗГАМИ КОФЕ
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24.   ПЕРЕЧЕНЬ РИСКОВ
В данном разделе представлены некоторые факторы риска с которыми может столкнуться пользователь и 
которые не относятся к специфическим нормам безопасности (описаны в данном руководстве).

Устройство должно быть собрано на соответствующей основе, расположенной на земле.

Не использовать проточную воду для промывки

Обращайте внимание на насадки autosteamer, пара и горячей воды.

Не вмешиваться в работу машины под давлением

одну панель корпуса пока машина находится под напряжением.

Не производите действия с гидравлической поверхностью пока не опустошите ее

на короткое время модуль выпуска вхолостую. Выключить машину и открыть все краны пара и воды. При нулевом 

Машина с рычагом

Машина на газу

Использование устройства

Несоблюдение вышеописанных норм может причинить вред людям, предметам или животным.

ВНИМАНИЕ
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espresso coffee machine  -  hydraulic diagrams

1.    LEVER GROUP hydraulic diagram 

  1    Manual water inlet tap
  2    Drain tub
  3    Gauge
  4    Boiler level-check window 
  5    Boiler
  6    Delivery group
  7    Hot water  tap
  8    Steam tap
  9    Safety valve
10    Negative pressure valve
11    Tap
12    Pressure switch
13    Automatic Water Inlet Solenoid Valve (optional)
14    Water inlet filter
15    Boiler heating element
 E    Water inlet
 S    Drain

6

5

12

8

10

7

S
2

E

4 1

14

6

3

9

11

13

11

14

15



espresso coffee machine  -  hydraulic diagrams

48  -  English

R

  1    Water softener
  2    Water inlet filter
  3    Built-in motor pump
  4    Pump pressure adjustment
  5    Manual water inlet tap
  6    SCNR valve
  7    Drain tub
  8    Gauge
  9    Level-check window 
10    Boiler
11    Heat exchanger
12    Delivery group
13    Hot water tap
14    Steam tap
15    Safety valve
16    Negative pressure valve
17    Boiler drain tap
18    Group solenoid valve
19    Pressure switch
20    Automatic Water Inlet Solenoid Valve
21    Water inlet connection 
22    External motor pump 
23    Water distributor 
24    Boiler heating element 

18

12

12

10

19

14

18

11

16

11

15

22

S

7

4

2

2

4

5

1

E

E

6

17

3

23

20

17

8

21 1

5

1413

224

9

2

2.    AEP-SMSA CARTRIDGE EXCHANGER hydraulic diagram 

 E    Water inlet
 S    Drain

External motor pump

Internal motor pump
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  1    Water softener
  2    Water inlet filter
  3    Built-in motor pump
  4    Pump pressure adjustment
  5    Manual water entry tap
  6    SCNR valve
  7    Drain tub
  8    Gauge
  9    Level-check window 
10    Boiler
11    Heat exchanger
12    Delivery group
13    Hot water tap
14    Steam tap
15    Safety valve
16    Negative pressure valve
17    Boiler drain tap
18    Group solenoid valve
19    Pressure switch
20    Automatic Water Inlet solenoid valve
21    Water inlet connection 
22    Volumetric dosing device
23    External motor pump
24    Water distributor
25    Boiler heating element

3.    SAE-SME CARTRIDGE EXCHANGER hydraulic diagram

 E    Water inlet
 S    Drain

14

10

16

14

19

15

22

11 11

22
S

3

4

2

24

20

17

21

8

5

1

E

1

5

4

2

23

E

12

18

12

18

13

17 2

2

25

7

6

9

2

External motor pump

Internal motor pump
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  1    Water softener
  2    Water inlet filter
  3    Built-in motor pump
  4    Pump pressure adjustment
  5    Manual water entry tap
  6    SCNR valve
  7    Drain tub
  8    Gauge
  9    Level-check window 
10    Boiler
11    Heat exchanger
12    Delivery group
13    Hot water tap
14    Steam tap
15    Safety valve
16    Negative pressure valve
17    Boiler drain tap
18    Group solenoid valve
19    Pressure switch
20    Automatic Water Inlet solenoid valve
21    Water inlet connection 
22    Water distributor
23    External motor pump
24    Boiler heating element 

4.    AEP-SMSA EXTRACTABLE EXCHANGER hydraulic diagram 

 E    Water inlet
 S    Drain

14

10

16

14

19

15

12

S

3

4

2

23

20

17

21

8

5

1

E

1

5

4

2

22

E

12

18

18

13

17 224

7

6

9

2

External motor pump

Internal motor pump
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  1    Water softener
  2    Water inlet filter
  3    Built-in motor pump
  4    Pump pressure adjustment
  5    Manual water entry tap
  6    SCNR valve
  7    Drain tub
  8    Gauge
  9    Level-check window 
10    Boiler
11    Heat exchanger
12    Delivery group
13    Hot water tap
14    Steam tap
15    Safety valve
16    Negative pressure valve
17    Boiler drain tap
18    Group solenoid valve
19    Pressure switch
20    Automatic Water Inlet solenoid valve
21    Water inlet connection 
22    Volumetric dosing device
23    External motor pump
24    Water distributor
25    Boiler heating element

5.    SAE-SME EXTRACTABLE EXCHANGER hydraulic diagram

 E    Water inlet
 S    Drain

14

10

16

14

19

15

12

22

22

S

3

4

2

24

20

17

21

8

5

1

E

1

5

4

2

23

E

12

18

18

13

17 2

2 2

25

7

6

9

2

External motor pump

Internal motor pump
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  1    Water softener
  2    Water inlet filter
  3    Built-in motor pump
  4    Pump pressure adjustment
  5    Manual water entry tap
  6    SCNR valve
  7    Drain tub
  8    Gauge
  9    Level-check window 
10    Boiler
11    Heat exchanger
12    Delivery group
13    Hot water tap
14    Steam tap
15    Safety valve
16    Negative pressure valve
17    Boiler drain tap
18    Group solenoid valve
19    Pressure switch
20    Automatic Water Inlet solenoid valve
21    Water inlet connection 
22    Water distributor
23    External motor pump
24    Boiler heating element 

6.    AEP-SMSA CTS system hydraulic diagram

 E    Water inlet
 S    Drain

14

10

16

14

19

15

12

18

11

12

18

11

S

3

4

2

22

17

21

8

5

1

E

1

5

4

2

23

E

13

17
2

20

24

7

6

9

2

External motor pump

Internal motor pump
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  1    Water softener
  2    Water inlet filter
  3    Built-in motor pump
  4    Pump pressure adjustment
  5    Manual water entry tap
  6    SCNR valve
  7    Drain tub
  8    Gauge
  9    Level-check window 
10    Boiler
11    Heat exchanger
12    Delivery group
13    Hot water tap
14    Steam tap
15    Safety valve
16    Negative pressure valve
17    Boiler drain tap
18    Group solenoid valve
19    Pressure switch
20    Automatic Water Inlet solenoid valve
21    Water inlet connection 
22    Volumetric dosing device
23    External motor pump
24    Water distributor
25    Boiler heating element

7.    SAE-SME CTS system hydraulic diagram

 E    Water inlet
 S    Drain

14

10

16

14

19

15

12

22

18

11

12

18

11

22
S

3

4

2

24

20

17

21

8

5

1

E

1

5

4

2

23

E

13

17

2

2

25

7

6

2

External motor pump

Internal motor pump
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  1    Water softener
  2    Water inlet filter
  3    Built-in motor pump
  4    Pump pressure adjustment
  5    Manual water entry tap
  6    SCNR valve
  7    Drain tub
  8    Gauge
  9    Level-check window 
10    Boiler
11    Heat exchanger
12    Delivery group
13    Hot water tap
14    Steam tap
15    Safety valve
16    Negative pressure valve
17    Boiler drain tap
18    Group solenoid valve
19    Pressure switch
20    Automatic Water Inlet solenoid valve
21    Water inlet connection 
22    Water distributor
23    External motor pump
24    Boiler heating element 

8.    AEP-SMSA BOOSTED SYSTEM system hydraulic diagram

 E    Water inlet
 S    Drain

14

10

16

14

19

15

12

7
S

6

3 4

2

9

17
22

20

17

21

8

5

1

E

1

5

4

2

23

E

18

12

18

11 11

13

2224

External motor pump

Internal motor pump
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  1    Water softener
  2    Water inlet filter
  3    Built-in motor pump
  4    Pump pressure adjustment
  5    Manual water entry tap
  6    SCNR valve
  7    Drain tub
  8    Gauge
  9    Level-check window 
10    Boiler
11    Heat exchanger
12    Delivery group
13    Hot water tap
14    Steam tap
15    Safety valve
16    Negative pressure valve
17    Boiler drain tap
18    Group solenoid valve
19    Pressure switch
20    Automatic Water Inlet solenoid valve
21    Water inlet connection 
22    Volumetric dosing device
23    External motor pump
24    Water distributor
25    Boiler heating element

9.    SAE-SME BOOSTED SYSTEM hydraulic diagram

 E    Water inlet
 S    Drain

14

10

16

14

19

15

22

S

6

9

17
24

20

17

8

11 11

13

2

2
22

25

23

2

4

5

1

E

E
3

2

4

21 1

5

12

18

12

18

22

7

External motor pump

Internal motor pump
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6.12 Electrical diagram code 18090051-52   .......................................................................................................................... 90
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1.   Electrical diagram ELECTRICAL MAINS CONNECTION

3-conductor cable

4-conductor cable

5-conductor cable (Three phase+Neutral+Earth)

single phase 120-230-240V

single phase 230-240V three phase 230-240V

single phase 230-240V three phase 230-240V three phase 400V

R
N

MA BL GV

N
R

S

N
T

R

R
N

MA GVNE BL

S
R

T

S
T

R

CAB

CAB

MA GVNE BL

CAB

NE GR BL

CAB

MA GV

CAB

NE GR BLMA GV

CAB

NE GR BLMA GV

R Phase
S Phase
T Phase
N Neutral

Earth

BL Blue
CAB Machine cable
GV Yellow-green
GR Grey
MA Brown
NE Black
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2.   Electrical diagram MACHINE POWER SUPPLY

SWITCH COMMUTATOR

R Phase
S Phase
T Phase
N Neutral

Earth

CAB Machine cable
CT Power supply connector
CO Commutator
IN Switch
PR Pressure switch
RE Heating element
SA Heating element protection

BL Blue
GR Grey
GV Yellow-green
MA Brown
NE Black

13 9 5 1
371115

16 12 8 4
261014

PR SA RE

CO

CT

120V

13 9 5 1
371115

16 12 8 4
261014

PR SA

CO

CT

RE

240V
230V

13 9 5 1
371115

16 12 8 4
261014

PR SA

CO

CT

RE

400V

R (L1)
N (L2)

MA BL GV

CAB

MA BL

R
S
T

CAB

MA BL

MA NE BL GV

R
S
T
N

MA NEBL GVGR

CAB

MA BL

13 9 5 1
371115

16 12 8 4
261014

CO

S/L2 R/L1

U/T1V/T2
IN

R (L1)
N (L2)

MA BL GV

CAB

R (L1)
N (L2)

MA BL GV

CAB
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3.   Electrical diagram version AL-SMMA with automatic water inlet 

Automatic Water Entry (optional)

LED

BIFU

RO
NE
GV

1
2
4
6
8
9
10

RL30

BL

GV

EC

BL

CAL

SL

SCT

LA

CT

IST

13 9 5 1
371115

16 12 8 4
261014

PR SA

CO

RE

400V

R
S
T
N

MA BL NE GR GV

CAB

MA BL

CAB Machine cable
CAL Boiler
CO Commutator
CT Power supply connector
EC Boiler filling solenoid valve
FU Fuse
LED Time limit LED
IST Cup heating device switch
LA Indicator light
PR Pressure switch
RE Heating element
RL30 Electronic control unit (optional)
SA Heating element protection
SL Level probe

BI White
BL Blue
GR Grey
GV Yellow-green
MA Brown
NE Black
RO Red
VE Green
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4.   Electrical diagram version AEP-SMSA 

BI White
BL Blue
GR Grey
GV Yellow-green
MA Brown
NE Black
RO Red
VE Green

LED

BIFU

RO
NE
GV

1
2
4
6
8
9
10

RL30

CAL

SL

SCT

ISTLA

CT

MP

EV1

GV

EV2

GV

EV3

GV

EV4

GV GV

EVC

IM1 IM2 IM3 IM4

BI BI BI BI

BI BI BI BIRO RO RO RO NEBI

13 9 5 1
371115

16 12 8 4
261014

PR SA

CO

RE

400V

FP1

FP2

R
S
T
N

MA BL NE GR GV

CAB

MA BL

CAB Machine cable
CAL Boiler
CO Commutator
CT Power supply connector
EV1 GR1 solenoid valve
EV2 GR2 solenoid valve
EV3 GR3 solenoid valve
EV4 GR4 solenoid valve
EVC Boiler filling solenoid valve
FP1 Motor pump fuse UL (OPD)
FP2 Fuse UL (OPD) for 230V
FU Fuse
IM1 GR1 delivery switch
IM2 GR2 delivery switch
IM3 GR3 delivery switch
IM4 GR4 delivery switch
IST Cup heating device switch
LA Indicator light
LED Time limit LED
MP Motor pump
PR Pressure switch
RE Heating element
RL30 Electronic control unit (optional)
SA Heating element protection
SL Level probe

(*)
(*)

(*) Fuses for UL version in which a 
plug is installed with a capacity 
greater than  30A
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5.   Electrical diagram version AEAP-SMAT

CAL

CT

SCT
LA

IST

FP2

FP1

13 9 5 1
371115

16 12 8 4
261014

PR SA

CO

RE

R
S
T
N

MA BL NE GR GV

CAB

MA BL

EVC

EV1

EV2

EV3

EV4

RO RO RO RO RO RO RO RO
RO

IM1IM2IM3IM4

BL VE BL VE BL VE BL VE
BL

MP

TP1TP2TP3TP4

M
A

N
E

SL

RO BL VE BI RO BL VE BI RO BL VE BI RO BL VE BI M
A

1 2 3 4 5 1 2 3 4 5 1 2 3 4 5 1 2 3 4 5
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BI White
BL Blue
GR Grey
GV Yellow-green
MA Brown
NE Black
RO Red
VE Green

CAB Machine cable
CAL Boiler
CO Commutator
CT Power supply connector
EV1 GR1 solenoid valve
EV2 GR2 solenoid valve
EV3 GR3 solenoid valve
EV4 GR4 solenoid valve
EVC Boiler filling solenoid valve
FP1 Motor pump fuse UL (OPD)
FP2 Fuse UL (OPD) for 230V
IM1 GR1 delivery switch
IM2 GR2 delivery switch
IM3 GR3 delivery switch
IM4 GR4 delivery switch
IST Cup heating device switch
LA Indicator light
MP Motor pump
PR Pressure switch
RE Heating element
SA Heating element protection
SL Level probe
TP1 GR1 timer
TP2 GR2 timer
TP3 GR3 timer
TP4 GR4 timer

(*)
(*)

(*) Fuses for UL version in which a 
plug is installed with a capacity 
greater than  30A
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6.   Electrical diagrams version SAE-SME

The table below shows, for each model of  machine, the code for the control unit and the reference for the electrical diagram which can be 
consulted on the following pages.

MACHINE MODEL
CODE

CONTROL
UNIT

diagram

GIEMME GICAR

ADRIA

1-2-3GR  220V 18079 page 74

1-2-3GR  230V 18090016 page 76 page 78

1-2-3GR  120V 18090030 page 80 page 82

1-2-3GR  230-240V 18090031 page 80 page 82

ARGENTA
(4 doses)

JUN 110V 18366 page 68

JUN 220V 18365 page 68

1-2-3GR  110V 18078 page 74

1-2-3GR  220V 18079 page 74

4GR  220V 18077 page 74

BRAVA

1-2-3GR  120V 18090017 page 76 page 78

1-2-3GR  230V 18090016 page 76 page 78

4GR  230V 18090028 page 76 page 78

CALYPSO
1-2-3GR 120V 18090030 page 80 page 82

1-2-3GR 230-240V 18090031 page 80 page 82

CALYPSO 
Display

1-2-3-4GR 120V 18090079 page 88

1-2-3-4GR 230V 18090080 page 88

DENISE
(4 doses)

1-2-3GR  110V 18078 page 74

1-2-3GR  220V 18079 page 74

4GR  220V 18077 page 74

DIVINA

JUN  120V 18371011 page 70

JUN  230V 18371010 page 70

1-2-3 GR  120V 18090017 page 76 page 78

1-2-3 GR  230V 18090016 page 76 page 78

4GR 120V 18090029 page 76 page 78

4GR 230V 18090028 page 76 page 78

DORA
(4 doses)

JUN 110V 18366 page 68

JUN 220V 18365 page 68

1-2-3GR  220V 18079 page 74

GLORIA
1-2-3GR 120V 18090047 page 84 page 86

1-2-3GR 230V 18090048 page 84 page 86

GLORIA
Display

Autosteamer

1-2-3-4GR 120V 18090079 page 88

1-2-3-4GR 230V 18090080 page 88

GLORIA
LCL

1-2-3GR 120V 18090051 page 90

1-2-3GR 230V 18090052 page 90

MACHINE MODEL
CODE

CONTROL
UNIT

diagram

GIEMME GICAR

LISA
(4 doses)

JUN 110V 18366 page 68

JUN 220V 18365 page 68

1-2-3GR  110V 18078 page 74

1-2-3GR  220V 18079 page 74

4GR  220V 18077 page 74

LISA R
1-2-3GR 120V 18090047 page 84 page 86

1-2-3GR 230V 18090048 page 84 page 86

LISA R
Display

Autosteamer

1-2-3-4GR 120V 18090079 page 88

1-2-3-4GR 230V 18090080 page 88

LISA R
LCL

1-2-3GR 120V 18090051 page 90

1-2-3GR 230V 18090052 page 90

PERLA

JUN 110V 18090065 page 72

JUN 220V 18090066 page 72

1-2-3GR 120V 18090047 page 84 page 86

1-2-3GR 230V 18090048 page 84 page 86

PERLA
Display

Autosteamer

1-2-3-4GR 120V 18090079 page 88

1-2-3-4GR 230V 18090080 page 88

PERLA
LCL

1-2-3GR 120V 18090051 page 90

1-2-3GR 230V 18090052 page 90

PRATIC
1-2-3GR  120V RL3 18090030 page 80 page 82

1-2-3GR  230-240V RL3 18090031 page 80 page 82

SETTANTA
1-2-3GR 120V 18090047 page 84 page 86

1-2-3GR 230V 18090048 page 84 page 86

SETTANTA
Display

Autosteamer

1-2-3-4GR 120V 18090079 page 88

1-2-3-4GR 230V 18090080 page 88

SETTANTA
LCL

1-2-3GR 120V 18090051 page 90

1-2-3GR 230V 18090052 page 90

SIBILLA
1-2-3GR 120V 18090047 page 84 page 86

1-2-3GR 230V 18090048 page 84 page 86

SIBILLA
Display

1-2-3-4GR 120V 18090079 page 88

1-2-3-4GR 230V 18090080 page 88

VANIA

JUN  120V 18371011 page 70

JUN 230V 18371010 page 70

1-2-3GR  120V 18090017 page 76 page 78

1-2-3GR 230V 18090016 page 76 page 78
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6.01   Electrical diagram code 18365-18366  *JUNIOR*
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espresso coffee machine  -  electrical diagrams

BI White
BL Blue
GR Grey
GV Yellow-green
MA Brown
NE Black
RO Red
VE Green

CAB Machine cable
CAL Boiler
CM Membrane connection
CN1 Power supply-services outputs
CN2 Dosing device output
CN3 Programming switch
CN4 Boiler level
CO Commutator
CT Power supply connector
CV Volumetric counter
EVC Boiler filling solenoid valve
EVE Delivery solenoid valve
FP1 Motor pump fuse UL (OPD)
FP2 Fuse UL (OPD) for 230V
IP Programming switch
LA Indicator light
MP Motor pump
PR Pressure switch
RE Heating element
SA Heating element protection
SL Level probe
TR Transformer

(*)
(*)

(*) Fuses for UL version in which a 
plug is installed with a capacity 
greater than  30A
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6.02   Electrical diagram code 18371010-18371011  *JUNIOR*
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espresso coffee machine  -  electrical diagrams

BI White
BL Blue
GR Grey
GV Yellow-green
MA Brown
NE Black
RO Red
VE Green

CAB Machine cable
CAL Boiler
CN1 Power supply-services outputs
CN2 Dosing device output
CN3 Programming switch
CN4 Boiler level
CO Commutator
CT Power supply connector
CV Volumetric counter
EVC Boiler filling solenoid valve
EVE Delivery solenoid valve
FP1 Motor pump fuse UL (OPD)
FP2 Fuse UL (OPD) for 230V
IP Programming switch
LA Indicator light
MP Motor pump
PR Pressure switch
RE Heating element
SA Heating element protection
SL Level probe

(*)
(*)

(*) Fuses for UL version in which a 
plug is installed with a capacity 
greater than  30A
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6.03   Electrical diagram code 18090065-18090066  *JUNIOR*
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BI White
BL Blue
GR Grey
GV Yellow-green
MA Brown
NE Black
RO Red
VE Green

CAB Machine cable
CAL Boiler
CN1 Push button connection
CN2 Tea dose connection
CN3 Pressure switch connection
CN4 Level probe connection
CN6 Volumetric counter connection
CN7 Seriale RS232 connection
CO Commutator
CT Power supply connector
CV Volumetric counter
EVC Boiler filling solenoid valve
EVG Group solenoid valve
EVT Tea solenoid valve
FP1 Motor pump fuse UL (OPD)
FP2 Fuse UL (OPD) for 230V
LA Indicator light
MP Motor pump
PR Pressure switch
RE Heating element
RIS Heating
SA Heating element protection
SL Level probe

(*)
(*)

(*) Fuses for UL version in which a 
plug is installed with a capacity 
greater than  30A
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6.04   Electrical diagram code 18077-18078-18079
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espresso coffee machine  -  electrical diagrams

BI White
BL Blue
GR Grey
GV Yellow-green
MA Brown
NE Black
RO Red
VE Green

JUMPER INSERTED NOT INSERTED

JP1 Serial connection enabled Serial connection disabled
JP2 Pre-infusion enabled Pre-infusion disabled
JP3 Programming switch
JP4 Boiler filling with pump Boiler filling without pump
JP6 Tea delivery with pump Tea delivery without pump

CAB Machine cable
CAL Boiler
CO Commutator
CT Power supply connector
CV1 GR1 volumetric counter
CV2 GR2 volumetric counter
CV3 GR3 volumetric counter
CV4 GR4 volumetric counter
EV1 GR1 solenoid valve
EV2 GR2 solenoid valve
EV3 GR3 solenoid valve
EV4 GR4 solenoid valve
EVC Boiler filling solenoid valve
EVT Tea solenoid valve
IC2 Eprom
IM1 GR1 delivery switch
IM2 GR2 delivery switch
IM3 GR3 delivery switch
IM4 GR3 delivery switch
IP Programming switch
IST Cup heating device switch
LA Indicator light
MB Push button membrane
MP Motor pump
P1 Push button GR1 connector
P2 Push button GR2 connector
P3 Push button GR3 connector
P4 Push button GR4 connector
P5 Tea dose connector
P7 Serial connector
P9 Services outputs connector
P10 Low voltage connector
P11 Power supply
PR Pressure switch
RE Heating element
RL1 Pump relay
RL2 Solenoid valve relay GR2
RL3 Solenoid valve relay GR3
RL4 Boiler solenoid valve relay
RL5 Solenoid valve relay GR4
RL6 Solenoid valve relay GR1
RL8 Tea solenoid valve relay
SA Heating element protection
SL Level probe
TR1 Transformer

F1 Motor pump fuse (500mA)
F2 Inlets fuse (6,3A)
FP1 Motor pump fuse UL (OPD)
FP2 Fuse UL (OPD) for 230V

(*)
(*)

(*) Fuses for UL version in which a 
plug is installed with a capacity 
greater than  30A
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6.05   Electrical diagram code 18090016-18090017-18090028-18090029  *GIEMME*
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espresso coffee machine  -  electrical diagrams

BI White
BL Blue
GR Grey
GV Yellow-green
MA Brown
NE Black
RO Red
VE Green

JUMPER INSERTED NOT INSERTED

JP1 Serial connection enabled Serial connection disabled
JP2 Pre-infusion enabled Pre-infusion disabled
JP3 Programming switch
JP4 Boiler filling with pump Boiler filling without pump
JP5 Connection tea button automatic

CAB Machine cable
CAL Boiler
CO Commutator
CT Power supply connector
CV1 GR1 volumetric counter
CV2 GR2 volumetric counter
CV3 GR3 volumetric counter
CV4 GR4 volumetric counter
EV1 GR1 solenoid valve
EV2 GR2 solenoid valve
EV3 GR3 solenoid valve
EV4 GR4 solenoid valve
EVC Boiler filling solenoid valve
EVT Tea solenoid valve
IC2 Eprom
IM1 GR1 delivery switch
IM2 GR2 delivery switch
IM3 GR3 delivery switch
IM4 GR3 delivery switch
IP Programming switch
IST Cup heating device switch
LA Indicator light
MB Push button membrane
MP Motor pump
P1 Push button GR1 connector
P2 Push button GR2 connector
P3 Push button GR3 connector
P4 Push button GR4 connector
P5 Tea dose connector
P6 Not managed
P7 Serial connector
P9 Services outputs connector
P10 Low voltage connector
P11 Power supply
PR Pressure switch
RE Heating element
RL1 Pump relay
RL2 Solenoid valve relay GR2
RL3 Solenoid valve relay GR3
RL4 Boiler solenoid valve relay
RL5 Solenoid valve relay GR4
RL6 Solenoid valve relay GR1
RL8 Tea solenoid valve relay
SA Heating element protection
SL Level probe
TR1 Transformer

F1 Motor pump fuse (500mA)
F2 Inlets fuse (6,3A)
FP1 Motor pump fuse UL (OPD)
FP2 Fuse UL (OPD) for 230V

(*)
(*)

(*) Fuses for UL version in which a 
plug is installed with a capacity 
greater than  30A
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6.06   Electrical diagram code 18090016-17  18090028-29  *GICAR*
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BI White
BL Blue
GR Grey
GV Yellow-green
MA Brown
NE Black
RO Red
VE Green

JUMPER INSERTED NOT INSERTED

JP1 Serial connection enabled Serial connection disabled
JP2 Pre-infusion enabled Pre-infusion disabled
JP3 Dose programming enabled Dose programming disabled
JP4 Boiler filling with pump Boiler filling without pump
JP5 Configuration “W” Configuration “C”
JP6 Tea delivery with pump Tea delivery with pump
JP8 Control D I/O Interface

CAB Machine cable
CAL Boiler
CLS Serial connector
CN1 Power supply
CN2 Low voltage connector
CN3 Services outputs connector
CO Commutator
CT Power supply connector
CT1 Push button GR1 connector
CT2 Push button GR2 connector
CT3 Push button GR3 connector
CT4 Push button GR4 connector
CV1 GR1 volumetric counter
CV2 GR2 volumetric counter
CV3 GR3 volumetric counter
CV4 GR4 volumetric counter
EV1 GR1 solenoid valve
EV2 GR2 solenoid valve
EV3 GR3 solenoid valve
EV4 GR4 solenoid valve
EVC Boiler filling solenoid valve
EVT Tea solenoid valve
IC2 Eprom
IM1 GR1 delivery switch
IM2 GR2 delivery switch
IM3 GR3 delivery switch
IM4 GR3 delivery switch
IP Programming switch
IST Cup heating device switch
LA Indicator light
MB Push button membrane
MP Motor pump
PR Pressure switch
RE Heating element
SA Heating element protection
SL Level probe
TE1 Tea dose
TE2 Not managed

F1 Inlets fuse (6,3A)
F2 Motor pump fuse (500mA)
FP1 Motor pump fuse UL (OPD)
FP2 Fuse UL (OPD) for 230V

(*)
(*)

(*) Fuses for UL version in which a 
plug is installed with a capacity 
greater than  30A
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6.07   Electrical diagram code 18090030-18090031 *GIEMME*
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BI White
BL Blue
GR Grey
GV Yellow-green
MA Brown
NE Black
RO Red
VE Green

JUMPER INSERTED NOT INSERTED

JP2 Pre-infusion enabled Pre-infusion disabled
JP3 Dose programming enabled Dose programming disabled
JP4 Boiler filling with pump Boiler filling without pump
JP5 Tea key enabled Tea key disabled
JP6 Tea delivery with pump Tea delivery with pump
JP7 STOP key continuat. disabled STOP key continuation enabled

CAB Machine cable
CAL Boiler
CN1 Services outputs connector
CN2 Power supply connector
CN3 Low voltage connector
CN4 Programmation connector
CN9 Push button GR3 connector
CN10 Push button GR2 connector
CN11 Push button GR1 connector
CO Commutator
CT Power supply connector
CV1 GR1 volumetric counter
CV2 GR2 volumetric counter
CV3 GR3 volumetric counter
EV1 GR1 solenoid valve
EV2 GR2 solenoid valve
EV3 GR3 solenoid valve
EVC Boiler filling solenoid valve
EVT Tea solenoid valve
IC2 Eprom
IM1 GR1 delivery switch
IM2 GR2 delivery switch
IM3 GR3 delivery switch
IST Cup heating device switch
LA Indicator light
MB Push button membrane
MP Motor pump
PLT Tea push button
PR Pressure switch
RE Heating element
RL1 Tea solenoid valve relay
RL2 Solenoid valve relay GR1
RL3 Boiler solenoid valve relay
RL4 Solenoid valve relay GR3
RL5 Solenoid valve relay GR2
RL6 Pump relay
SA Heating element protection
SL Level probe
TRF1 Transformer

F1 Inlets fuse (6,3A)
F2 Motor pump fuse (500mA)
FP1 Motor pump fuse UL (OPD)
FP2 Fuse UL (OPD) for 230V

(*)
(*)

(*) Fuses for UL version in which a 
plug is installed with a capacity 
greater than  30A
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6.08   Electrical diagram code 18090030-18090031 *GICAR*
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espresso coffee machine  -  electrical diagrams

BI White
BL Blue
GR Grey
GV Yellow-green
MA Brown
NE Black
RO Red
VE Green

JUMPER INSERTED NOT INSERTED

JP1 Not managed Not managed
JP2 Pre-infusion enabled Pre-infusion disabled
JP3 Dose programming enabled Dose programming disabled
JP4 Boiler filling with pump Boiler filling without pump
JP5 Tea key enabled Tea key disabled
JP6 Tea delivery with pump Tea delivery with pump
JP7 STOP key continuat. disabled STOP key continuation enabled
JP8 Not managed Not managed

CAB Machine cable
CAL Boiler
CN2 Power supply connector
CN3 Push button GR1 connector
CN4 Push button GR2 connector
CN5 Push button GR3 connector
CN6 Services outputs connector
CN7 Low voltage connector
CO Commutator
CT Power supply connector
CV1 GR1 volumetric counter
CV2 GR2 volumetric counter
CV3 GR3 volumetric counter
EV1 GR1 solenoid valve
EV2 GR2 solenoid valve
EV3 GR3 solenoid valve
EVC Boiler filling solenoid valve
EVT Tea solenoid valve
IM1 GR1 delivery switch
IM2 GR2 delivery switch
IM3 GR3 delivery switch
IST Cup heating device switch
LA Indicator light
MB Push button membrane
MP Motor pump
PR Pressure switch
RE Heating element
SA Heating element protection
SL Level probe
TR Transformer

F1 Inlets fuse (6,3A)
FP1 Motor pump fuse UL (OPD)
FP2 Fuse UL (OPD) for 230V

(*)
(*)

(*) Fuses for UL version in which a 
plug is installed with a capacity 
greater than  30A
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6.09  Electrical diagram code18090047-48 *GIEMME*

CN2

CN1

CN14

SL

NE
BL
NE

MA
MA
MA

GV

RO
BL
VE

VE
VE

VE
VE

VE

CV3CV2CV1

CT

SCT

OOO

MB

IST

LA

CN10

CN11

CN12CN6

LST

RL9

TRF1

JP5

JP3

CN5

JP6

JP4

F2

JP7

JP15

JP18

JP2

JP9

JP17

JP1

JP8

JP16

TXD

RXD

GND
JP12

JP14

CN4

+5V

CN18

RL6

RL4

RL3

RL2

RL10

F1

RL1

IC9

IP

RO
RO

RO
RO

RO
RO

BI

RO

BL
VE

BL
VE

BL
VE

13 9 5 1
371115

16 12 8 4
261014

PR SA

CO

RE

400V

FP1FP2

R
S
T
N

MA BL NE GR GV

CAB

MA BL

IM1

IM2

IM3

CAL

EVT

EV1

EVC

EV3

EV2

MP



English  - 85

R
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BI White
BL Blue
GR Grey
GV Yellow-green
MA Brown
NE Black
RO Red
VE Green

JUMPER INSERTED NOT INSERTED

JP1 Serial transmission enabled Serial transmission disabled
JP2 Pre-infusion enabled Pre-infusion disabled
JP3 Programming switch connector
JP4 Boiler filling with pump Boiler filling without pump
JP5 Tea delivery
JP6 Tea delivery with pump Tea delivery with pump
JP7 STOP key continuat. disabled STOP key continuation enabled
JP8 Dosis check enabled Dosis check disabled
JP9 Credit/Debit enabled Credit/Debit disabled
JP15 Display function keys enabled Display function keys disabled
JP16 6-key dosing enabled 4-key dosing enabled
JP17 Check boiler t° with external pressure (always on)
JP18 Check boiler temp/press ON (always on)

CAB Machine cable
CAL Boiler
CN1 Power supply connector
CN2 Low voltage connector
CN4 Serial connector
CN5 Not managed
CN6 Cup heating elem. connector
CN10 Push button GR1 connector
CN11 Push button GR2 connector
CN12 Push button GR3 connector
CO Commutator
CT Power supply connector
CV1 GR1 volumetric counter
CV2 GR2 volumetric counter
CV3 GR3 volumetric counter
EV1 GR1 solenoid valve
EV2 GR2 solenoid valve
EV3 GR3 solenoid valve
EVC Boiler filling solenoid valve
EVT Tea solenoid valve
IC2 Microprocessore
IM1 GR1 delivery switch
IM2 GR2 delivery switch
IM3 GR3 delivery switch
IP Programming switch
IST Cup heating device switch
LA Indicator light
MB Push button membrane
MP Motor pump
P5 Tea dose
P6 Not managed
P7 Serial connector
P9 Services outputs connector
P10 Low voltage connector
P11 Power supply
PR Pressure switch
RE Heating element
SA Heating element protection
SCT Cup heating element
SL Level probe
TRF1 Transformer

F1 Inlets fuse (6,3A)
F2 Motor pump fuse (500mA)
FP1 Motor pump fuse UL (OPD)
FP2 Fuse UL (OPD) for 230V

(*)
(*)

(*) Fuses for UL version in which a 
plug is installed with a capacity 
greater than  30A
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6.10  Electrical diagram code18090047-48 *GICAR*
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BI White
BL Blue
GR Grey
GV Yellow-green
MA Brown
NE Black
RO Red
VE Green

JUMPER INSERTED NOT INSERTED

JP1 Serial transmission enabled Serial transmission disabled
JP2 Pre-infusion enabled Pre-infusion disabled
JP3 Programming switch connector
JP4 Boiler filling with pump Boiler filling without pump
JP5 Tea delivery
JP6 Tea delivery with pump Tea delivery with pump
JP7 STOP key continuat. disabled STOP key continuation enabled
JP8 Dosis check enabled Dosis check disabled
JP9 Credit/Debit enabled Credit/Debit disabled
JP15 Display function keys enabled Display function keys disabled
JP16 6-key dosing enabled 4-key dosing enabled
JP17 Check boiler t° with external pressure (always on)
JP18 Check boiler temp/press ON (always on)

CAB Machine cable
CAL Boiler
CN1 Power supply connector
CN2 Low voltage connector
CN4 Serial connector
CN5 ON-BOARD programmation
CN10 Push button GR1 connector
CN11 Push button GR2 connector
CN12 Push button GR3 connector
CN14 Services outputs connector
CN18 Cup heating NTC connector
CN19 Cup heating connector
CO Commutator
CT Power supply connector
CV1 GR1 volumetric counter
CV2 GR2 volumetric counter
CV3 GR3 volumetric counter
EV1 GR1 solenoid valve
EV2 GR2 solenoid valve
EV3 GR3 solenoid valve
EVC Boiler filling solenoid valve
EVT Tea solenoid valve
EVV Steam solenoid valve
IM1 GR1 delivery switch
IM2 GR2 delivery switch
IM3 GR3 delivery switch
IST Cup heating device switch
LA Indicator light
MB Push button membrane
MP Motor pump
P5 Tea dose
P6 Not managed
P7 Serial connector
P9 Services outputs connector
P10 Low voltage connector
P11 Power supply
PR Pressure switch
RE Heating element
SA Heating element protection
SCT Cup heating element
SL Level probe
TRF1 Transformer

F1 Inlets fuse (6,3A)
F2 Motor pump fuse (500mA)
FP1 Motor pump fuse UL (OPD)
FP2 Fuse UL (OPD) for 230V

(*)
(*)

(*) Fuses for UL version in which a 
plug is installed with a capacity 
greater than  30A
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6.11  Electrical diagram code18090079-80
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BI White
BL Blue
GR Grey
GV Yellow-green
MA Brown
NE Black
RO Red
VE Green

JUMPER INSERTED NOT INSERTED

JP1 Serial transmission enabled Serial transmission disabled
JP2 Pre-infusion enabled Pre-infusion disabled
JP3 Programming key connector
JP4 Boiler filling with pump Boiler filling without pump
JP5 Tea delivery
JP6 Tea delivery with pump Tea delivery with pump
JP7 STOP key continuat. disabled STOP key continuation enabled
JP8 Dosis check enabled Dosis check disabled
JP9 Credit/Debit enabled Credit/Debit disabled
JP10 Autosteamer
JP12 Not managed Not managed
JP14 Not managed Not managed
JP15 Display function keys enabled Display function keys disabled
JP16 6-key dosing enabled 4-key dosing enabled
JP17 Check boiler t° with external pressure (always on)
JP18 Check boiler temp/press ON (always on)

AP Power air pump
CAB Machine cable
CAL Boiler
CN1 Power supply connector
CN2 Low voltage connector
CN3 Display connector
CN4 Serial connector
CN5 ISP programmation
CN6 Heating elem.cup connector
CN10 Push button GR1 connector
CN11 Push button GR2 connector
CN12 Push button GR3 connector
CN13 Push button GR4 connector
CN14 Services outputs connector
CN16 Autosteamer NTC connector
CN17 Boiler NTC connector
CN18 Cup heating NTC connector
CPA Air pump control
CT Power supply connector
CV1 GR1 volumetric counter
CV2 GR2 volumetric counter
CV3 GR3 volumetric counter
CV4 GR4 volumetric counter
EV1 GR1 solenoid valve
EV2 GR2 solenoid valve
EV3 GR3 solenoid valve
EV4 GR4 solenoid valve
EVC Boiler filling solenoid valve
EVT Tea solenoid valve
EVV Autosteamer solenoid valve
IC9 Microprocessor
IG Power switch
IM1 GR1 delivery switch
IM2 GR2 delivery switch
IM3 GR3 delivery switch
IM4 GR4 delivery switch
IST Cup heating device switch
LA Indicator light
MB Push button membrane
MP Motor pump
PA Air pump Vcc
RE Heating element
SA Heating element protection
SCT Cup heating element
SL Level probe
TLR Contactor
TRF1 Transformer
TRPA Air pump transformer

F1 Inlets fuse (6,3A)
F2 Motor pump fuse (500mA)
FP1 Motor pump fuse UL (OPD)
FP2 Fuse UL (OPD) for 230V

(*)
(*)

(*) Fuses for UL version in which a 
plug is installed with a capacity 
greater than  30A



espresso coffee machine  -  electrical diagrams

90  -  English

R

6.12  Electrical diagram code18090051-52
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BI White
BL Blue
GR Grey
GV Yellow-green
MA Brown
NE Black
RO Red
VE Green

JUMPER INSERTED NOT INSERTED

JP1 Serial transmission enabled Serial transmission disabled
JP2 Pre-infusion enabled Pre-infusion disabled
JP3 Programming key connector
JP4 Boiler filling with pump Boiler filling without pump
JP5 Tea delivery
JP6 Tea delivery with pump Tea delivery with pump
JP7 STOP key continuat. disabled STOP key continuation enabled
JP8 Dosis check enabled Dosis check disabled
JP9 Credit/Debit enabled Credit/Debit disabled
JP10 Tea 2 connection
JP12 Not managed Not managed
JP14 Not managed Not managed
JP15 Display function keys enabled Display function keys disabled
JP16 6-key dosing enabled 4-key dosing enabled
JP17 Check boiler t° with external pressure (always on)
JP18 Check boiler temp/press ON (always on)
JP22 Indar programmation

APL Power kilk pump
CAB Machine cable
CAL Boiler
CN1 Power supply connector
CN2 Low voltage connector
CN3 Display connector
CN4 Serial connector
CN5 ISP programmation
CN10 Push button GR1 connector
CN11 Push button GR2 connector
CN12 Push button GR3 connector
CN13 Autosteam/capp. connector
CN14 Services outputs connector
CN16 Steam NTC connector
CN17 Boiler NTC connector
CN18 Cup heating NTC connector
CPL Milk pump control
CT Power supply connector
CV1 GR1 volumetric counter
CV2 GR2 volumetric counter
CV3 GR3 volumetric counter
EV1 GR1 solenoid valve
EV2 GR2 solenoid valve
EV3 GR3 solenoid valve
EVA Air solenoid valve
EVC Boiler filling solenoid valve
EVCAP Cappuccin. solenoid valve
EVT Tea solenoid valve
EVV Autosteamer solenoid valve
IC9 Microprocessor
IG Power switch
IM1 GR1 delivery switch
IM2 GR2 delivery switch
IM3 GR3 delivery switch
IST Cup heating device switch
LA Indicator light
MP Motor pump
PL Milk pump
PR Pressure
RE Heating element
SA Heating element protection
SCT Cup heating element
SL Level probe
TLR Contactor
TRF1 Transformer

F1 Inlets fuse (6,3A)
F2 Motor pump fuse (500mA)
FP1 Motor pump fuse UL (OPD)
FP2 Fuse UL (OPD) for 230V

(*)
(*)

(*) Fuses for UL version in which a 
plug is installed with a capacity 
greater than  30A
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